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Slabs of stone wool for internal and 

external building objects for thermal, 

acoustic and fire insulation 
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PETRALANA S.A. 

Konstytucji 74 Street 

41-905 Bytom

Poland

+48 32 770 05 00

office@petralana.eu

external and partition walls insulated by ETICS 

system 

external monolithic, prefabricated and brick 

walls 

floors above garages, passages and basements 

fire insulation of attics (reaction 

to fire classification A1)
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DECLARED PARAMETERS

SYMBOL CLASS OR TOLERANCE UNITS
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DIMENSIONS AND PACKING

FORMAT OF PLATES PACKAGES
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PE TRAF AS 34 MW-EN 13162-T5-0S(70,90)-CS( 10)20-TR7,5-WS-WL(P)-MU1-AW0,95 

0,034[W/mK]

T5

-1 mm / +3 mm [mm]

-1 % / +3 mm [%/mm]

1,0 %

CS(10)20 [kPa]

7,5 [kPa]

NPD [N]

1,0 [kg/m²]

3,0 [kg/m²]

MU1 [-]

0,95 [-]

A1 Euroclass

50 60 80 100 120 140 150 160 180 200 220 240 250 - - - -

1,45 1,75 2,35 2,90 3,50 4,10 4,40 4,70 5,25 5,85 6,45 7,05 7,35 - - - -

50 6 3,60 0,180 16 57,60 2,880

1000 600

60 5 3,00 0,180 16 48,00 2,880

80

100 3 1,80 0,180 16 28,80 2,880

120 2 1,20 0,144 20 24,00 2,880

140 2 1,20 0,168 16 19,20 2,688

150 2 1,20 0,180 16 19,20 2,880

160 2 1,20 0,192 12+16 33,60 5,376

180 2 1,20 0,216 12 14,40 2,592

200 2 1,20 0,240 12 14,40 2,880

220 1 0,60 0,132 20 12,00 2,640

240 1 0,60 0,144 20 12,00 2,880

250 1 0,60 0,150 16 9,60 2,400

- - - - - - -

  5    3,00    0,240  36,00  12 2,880


