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PETRALIGHT

Slabs of stone wool for thermal, 

acoustic and fire insulation  

of buildings 

Declaration of Performances 

No. PTRL-DoP/MW/15/01 

PETRALANA S.A. 

Konstytucji 74 Street 

41-905 Bytom

Poland

+48 32 770 05 00

office@petralana.eu

usable lofts 

unusable lofts 

ventilated flat roofs 

suspended ceilings 

partition walls 

curtain walls with frame structures 

floors between joists 

frame structures including elevations 

(cassettes, cavity walls, curtain walls, panels, 

sidings) 

timber frame structures 
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PRODUCT CODE

DECLARED THERMAL CONDUCTIVITY COEFFICIENT D

PETRALANA.EU

Release :

DECLARED PARAMETERS

SYMBOL CLASS OR TOLERANCE UNITS

T

TR

WS

MU

 RD

RD
2

DIMENSIONS AND PACKING

FORMAT OF PLATES PACKAGES

Thickness
 

[mm]

03.03.2023

PETRALIGHT MW-EN13162-T2-CS(10)0,5-WS-WL(P)-MU1 (d=40-99mm)
PETRALIGHT MW-EN13162-T2-CS(10)0,5-WS-WL(P)-MU1-AW0,95 (d=100-250mm)

0,035 [W/mK]

T2

-5 mm / +15 % [mm/%]

-5 % / +15 mm [%/mm]

0,95 (d=100-250mm) [-]

CS(10)0,5 [kPa]

NPD [kPa]

NPD [N]

1,0 [kg/m2]

3,0 [kg/m2]

MU1 [-]

NPD [kPa s/m2 ]

A1 Euroclass

50 75 100 120 150 180 200 - - - - - - - - - -

1,40 2,10 2,85 3,40 4,25 5,10 5,70 - - - - - - - - - -

50 15 10,80 0,540 20 216,00 10,800

1200 600

75 10 7,20 0,540 20 144,00 10,800

100 8 5,76 0,576 20 115,20 11,520

120 6 4,32 0,5184 20 86,40 10,368

150 5 3,60 0,540 20 72,00 10,800

180 4 2,88 0,5184 20 57,60 10,368

200 4 2,88 0,576 20 57,60 11,520

- - - - - - -

- - - - - - -

- - - - - - -

- - - - - - -

- - - - - - -

- - - - - - -

- - - - - - -




