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PETRAROOF-R
Slabs of stone wool for thermal, 
acoustic and fire insulation 

Declaration of Performances:  
No. PTRL-DoP/MW/15/36

PETRALANA S.A. 
Konstytucji 74 Street 
41-905 Bytom 
Poland 
+48 32 770 05 00  
office@petralana.eu

insulation of non-ventilated roofs and flat 
roofs by stone wool in a single or double layer 
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PRODUCT CODE

DECLARED THERMAL CONDUCTIVITY COEFFICIENT D

PETRALANA.EU

Release :

DECLARED PARAMETERS

SYMBOL CLASS OR TOLERANCE UNITS

T

�

TR

WS

MU

 RD

RD
2

DIMENSIONS AND PACKING

FORMAT OF PLATES

Thickness

[mm]

3,801,25 2,55 -

13.04.2023

T5

PETRAROOF-R MW-EN13162-T5-DS(70,90)-CS(10)70-PL(5)650-WS-WL(P)-MU1

[mm]

0,039 [W/mK]

-1 % / +3 mm

-1 mm / +3 mm

[%/mm]

[%]

[kPa]

NPD

CS(10)70

1,0

1,0

[kPa]

650 [N]

3,0

[kg/m²]

NPD

[-]

[kPa s/m²]

A1

MU1

[kg/m²]

1505040

Euroclass
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